RIOPEL MAILBOXES

VERTICAL FRONT LOADING - MODEL 2300 ALUMINUM
** *CLEAR ANODIZED FINISH * * *

OPERATION: Front loading with pivoting section for mailman.
Control lock supplied and installed by the Post Office

SECURITY: Inter-locking brackets to prohibit prying, keeping mail safe.

SINSTALLATION: Recessed, surface mounted and exterior wall mounted.
Semi-recessed and pedestal mounted models available

COMPARTMENTS: 15-3/4" (400) H. X 5-1/8" (130) W. X 6-1/4" {159) D. Also 10-1/4" (260)W.

COMFIGURATIOMN: Awailable in modules of 1 to § compariments.

DoOORSs: 18" (3.2) thick aluminum with 5 pin cam lock and emboss for number identification. Striated lines to resist scratching.

OPTIONS: Engraved plastic number plates, bell buttons, directory panels, parcel doors and lettericard slots. Dust cover weatherproof locks and
padlockable doors.

SURFACEMOUNT - MODEL 2350

SEMI -RECESSED - MODEL 2320 WALLMOUNT - MODEL 2340

WE MAKE BUYING MAILBOXES A PROBLEM FREE EXPERIENCE

l P. RIOPEL INC., 595 St-Rémi, Montreal, Que., H4C 3G6 - TEL.:(514) 934-0385 FAX:(514) 934-1732 I

E-MAIL: INFO@RIOPELNET.COM WEB SITE: WWW RIOPELNET.COM




