RIOPEL MAILBOXES
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THE STANDARD... BY WHICH OTHERS COMPARE

MAILSAFE MAILBOXES - HIGHEST SECURITY AND DURABILITY
MODEL 7950 APPROVED 4C FRONT LOADING FLAT MAIL SYSTEM
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SPECIFICATIONS:
*Horizontal 4C Mailsafe Mailboxes
*4C Series Front (FL)and Rear Loading (RL)
Post Office approved
*Heavy Duty Extruded Aluminum Components
» Powder coat finishes (12 colors)
=1/4” thick carrier access door
»3/16” thick customer and parcel doors
»5-pin cam locks with 3/16” thick hook cam
*ID: Alum. tags or optional engraved doors.
»3-1/2” x 12” boxes + 2 high to 5 high boxes
«17-1/4"H. and 20-3/4"H. parcel boxes
*Depth: 17” .

MAILBOX CONFIGURATION

17 MAIL COMPARTMENTS

2 PARCEL BOXES
OUTGOING MAIL SLOT

BOX DIMENSIONS
HEIGHT = 51-1/4”
WIDTH = 31-9/16”
DEPTH =177

ROUGH WALL OPENING
1-1/2” LESS THAN TOTAL HEIGHT
AND WIDTH BOX DIMENSIONS

UNEQUALLED 34434185 IN MAILBOXES + POSTAL SPECIALTIES

E-MAIL: INFO@RIOPEL NET
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